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Alphacool HDX Pro Air—M.2 VNMe 2280 SSD 

With the Alphacool HDX Pro Air M.2 SSD cooler you not only extend the life of your M.2 SSD, but you also get more perfor-

mance. With good cooling, M.2 SSD data is transferred much longer with maximum performance before the controller chip 

throttles the SSD due to high temperatures.  

• Compatible with M.2 2280 SSDs 

• For M.2 SSDs equipped on one or both sides 

• Simple assembly 

• High cooling capacity 

Alphacool HDX Pro Air 

 

Alphacool article number:   11770 

Aquatuning article number:  1019563 
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Cooler L x W x H 68 x 22 x 6,4 mm 

Backplate L x W x H 68,8 x 22 x 2 mm 

Material Aluminium 

W/mk Thermalpad 3W 

Data HDX Pro Air 

Scope of delivery 

1 x Cooler 

1 x Backplate 

2 x Thermalpad 20 x 68 x 0,5 mm 

1 x Thermalpad 20 x 68 x 1 mm 

Download links 

Product pics http://www.alphacool.com/download/1019563_Alphacool_HDX_Pro_Air_M2SSD.zip 

Manual http://www.alphacool.com/download/Alphacool_HDX_Pro_AIr_M2NVMe_2280_SSD_Manual.pdf 

Other data 

Certificates CE, FC, RoHS  

EAN 4250197117708 

Customs code 84195080900 

Packaging dimensions 1 unit 

L x B x H 10,5 x 7,5 x 3,5 cm  

Weight 0,051 kg 
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SSDs in M.2 format are becoming increasingly popular. The high transfer rates and extremely low access times allow faster and 

more effective working and gaming. To ensure that the full performance of the M.2 SSD can be used permanently, Alphacool 

offers the HDX PRO Air M.2 SSD cooler.  

 

Why an M.2 cooler? 

Due to their design, M.2 SSDs are only able to call up their maximum performance for short periods. The controller chip heats 

up extremely quickly and starts to reduce the performance of the M.2 SSD early to prevent overheating. Independent tests 

have shown that during write operations, the transfer rates of uncooled M.2 SSDs can drop after only 30 seconds. For read 

operations, the throttling usually occurs a few seconds later. With the Alphacool HDX Pro Air M.2 SSD cooler, the maximum 

performance of the SSD can be used over a significantly longer period of time. This is clearly noticeable during longer read and 

write operations.  

 

How do I mount the cooler? 

The HDX Pro Air M.2 cooler is compatible with both sides of M.2 SSDs. All you have to do is place the appropriate thermal pad 

on the lower cooling plate, then the M.2 SSD is placed on top. A further heat conduction pad is then placed on the top of the 

M.2 SSD and the cooler is placed on top of it. To keep the whole thing together, 4 clips are attached. The installation onto the 

mainboard is then done as usual.  
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